
                                                                          
 

Personal Protective and Safety Equipment 

 
Purpose of this policy 

 

Having the appropriate personal protection and safety equipment is necessary on all job sites; it 

minimizes injuries and loss of earning. 

1. Chinook Consulting Services Consulting takes responsibility for most safety courses that 

subcontractors require for well site consulting. These courses are: WHMIS, H2S alive, First Aid 

with CPR, TDG and defensive driving. 

2. Contractors are responsible for supplying their own safety equipment, e.g. appropriate CSA 

hardhats, CSA approved safety glasses, ear plugs, fire retardant coveralls and CSA approved safety 

boots. 

3. Prime Contractor’s will supply on site medics and first aid stations where required by law. In the 

event that there is not a supplied medic, contractors should make their own vehicle first-aid kit 

available. 

 

Correct Personal Safety Equipment for the job 

 

1. All consultants should be trained in proper PPE training, e.g. Petroleum Safety Training, this 

training covers proper PPE maintenance, care and proper fit for all common PPE’s. 

2. All PPE’s should be expected before use and be in good condition. Only use the correct PPE for 

which it was designed. 

3. CSA approved safety glasses must be worn on the rig at all times, they should also be worn any 

time that you are working with corrosive chemical, either in the mixing of chemicals or in the 

redistribution into other containers. 

4. Fire retardant coveralls will be worn at all times, with flame retardant fabrics (i.e. cotton) next to 

the skin, while working around the rig or on the rig floor. Coverall should have reflective strips to 

ensure visibility. All contractors should dress appropriate to the weather to ensure warmth and 

padded protection under coveralls. Proper gloves should also be utilized at all times while working 

with equipment or working around the rig. Coveralls should be worn as a barrier for limb, body and 

skin protection as well. Appropriate gloves, (leather or cotton), for the job should be use to protect 

the hands. 

5. CSA approved footwear, with steel shank and toe and hardhats will be utilized while working on 

or around the rig. 

6. If for any reason, you must work more than 2.4m above nearest permanent safe level, a safety belt 

and lanyard with a lifeline must be used. 

7. Hearing protection should be used when noise levels are greater than legislated limits. 

8. Consultants must adhere to and obey all H2S Safety Consultants and take part in all safety drills 

on H2S wells. 
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Safety Rules 

 
PPE (Personal Protective Equipment) 

 

• All subcontractors are to ensure that their own PPE’s are maintained and in good working order 

• All subcontractors will be trained in proper PPE usage, maintenance and expiry 

 

 


